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3-1/2"-8" WALL THICKNESS

BULLET RESISTANT FIRE CLASSIFIED
PACKAGE PASSER

MODEL NO: NBP-PR-1-141414-S-FRB’

1 UNIT REQUIRED

EXTERIOR DIMENSION: 14.00" x 14.00" x 14.00"
INTERIOR DIMENSION: 13.50" x 12.00" x 14.00"
INTERIOR CLAMPING TRIM FRAME

BALLISTIC RATING: LEVEL 1, Smm

FIRE CLASSIFICATION: B’ 1-1/2 HR

PRODUCT FINISH: BRUSHED STAINLESS STEEL
HINGE: CONTINUOUS STAINLESS STEEL

DOOR PULLS:

BOTH DOOR TO HAVE STANDARD WIRE PULL
MECHANICAL INTERLOCK CONTROLS DOOR

OPERATION TO REQUIRE ONE DOOR FULLY CLOSED
AT ALL TIMES

e WALL OPENING REQUIRED: 16'W x 15 "H

APPROVAL
STATUS STAMP

O Appraved

O Approved with
indicated changes

[ Rejected

The undersigned being
an authorized
representative of the
purchaser hereby
accepts this drawing as
indicated and assumes
responsibility for the
compatibility of this
equipment with the
projects requirements
and directs the
manufacturer to proceed
with production of this
equipment per these
drawings.

By:

Date:
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